CSSD-SPD & Operating Theatre

DEVICES FOR SPD

Sterisystem® Dry-Base® Instrument Trays with Steri-TOP Lids

Our Sterisystem® Dry-Base® instrument trays are manufactured from highly
polished AISI 304 grade stainless steel.
Due to our stringent quality control throughout the production cycle we offer
a constant high quality instrument tray which is covered by a 10 year limited
warranty*.
The Steri-TOP lids have four silicone corners. These silicone corners allow for
ergonomic opening and closing of the instrument tray. They will snap around the
top wire of the tray when closing and, with very little effort, release when pulled
to open.
FDA Registered - 10048101.

Our Sterisystem® Dry-Base® instrument trays come with a perfectly finished top wire which reduces the chance of perforations to a
minimum. The four silicone corners make our Steri-Top the new standard for instrument tray lids. The silicone corners secure the lid to
prevent small, lightweight instruments to be blown out of the instrument tray during the washing or sterilization processes.

Punch pattern
The 5/64 inch holes allow a permeability of over 50% which benefits the washing and sterilization processes
as water or steam can readily penetrate during these processes leading to a clean and sterile result.
The sides protect the instruments from being damaged and the punch pattern can accomodate even the
smallest of instruments.

Base
The smooth, dry base completely traps any condensation moisture that may stick to the wrap. This
ensures that condensation moisture can heat up or evaporate under the influence of radiation, convection
or conduction.
Our instrument trays have a smooth finished top wire. This reduces the chance of perforating or tearing the
wrap.

Quality control
Our quality control is second to none. All our trays are put through a special quality control tool which allows
us to ensure that the mesh is uniform in size. The base is also meticulously checked. This is vital and ensures
that the instruments remain firmly in place.
Trays that do not meet the dimensional or quality standards are rejected during quality control.

* Cfr. warranty document
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DEVICES FOR SPD

Sterisystem® Dry-Base® Instrument Trays with Steri-TOP Lids

Top wire
The upper wire is made from plasma that has been welded on to the sides of the tray. This results in a
beautifully finished tray that is void of any sharp edges and greatly reduces the risk of perforations or tears
during unpacking. The upper wire also ensures that the top of the tray can't become contaminated by dirt.

Universal sizes
Both DIN and ISO instrument trays come in universal sizes and fit perfectly into the Belintra wire baskets.
Our instrument trays come with two (2) handles and have a load-bearing capacity of 33 lbs.
They come with the Steri-TOP lid included.

Material
The instrument trays are made out of AISI 304 L grade stainless steel and have an electrolytically polished
finish. The composition of the material is checked by an external independant lab to make sure it meets or
exceeds industry standards.

Shape
The instrument trays have been manufactured in such a way that you will never have to worry about holes or
cavities that could harbor dirt.

Bar code zone
Our instrument trays have a barcode zone for identification and traceability purposes.

Stackable
Our lids design allows the trays they cover to be stacked when not in use. The corners' silicone material acts
like an anti-slip and prevents the stacked trays from sliding.
All the components are resistant to the washing and autoclave sterilization conditions (high temperatures,
steam and vacuum) as well as to the most common chemicals used in hospitals.
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Sterisystem® Dry-Base® Instrument Trays with Steri-TOP Lids

Sterisystem® Dry-Base® Instrument Tray - Low - DIN with Steri-TOP lid green
Article number

Description

Dimensions

30016 00001

Sterisystem Dry-Base Instrument Tray - Low - Small size DIN 1/4

5 3/64 x 10 1/8 x 2 7/8 inch

30016 00002

Sterisystem® Dry-Base® Instrument Tray - Low - Mid size DIN 1/2

9 49/64 x 10 1/8 x 2 7/8 inch

30016 00003

Sterisystem® Dry-Base® Instrument Tray - Low - Large size DIN 3/4

14 31/64 x 10 1/8 x 2 7/8 inch

30016 00004

Sterisystem® Dry-Base® Instrument Tray - Low - Full size DIN 1/1

19 11/64 x 10 1/8 x 2 7/8 inch

®

®

Sterisystem® Dry-Base® Instrument Tray - High - DIN with Steri-TOP lid green
Article number

Description

Dimensions

30016 00005

Sterisystem® Dry-Base® Instrument Tray - High - Mid size DIN 1/2

9 49/64 x 10 1/8 x 4 3/8 inch

30016 00006

Sterisystem® Dry-Base® Instrument Tray - High - Full size DIN 1/1

19 11/64 x 10 1/8 x 4 3/8 inch

Sterisystem® Dry-Base® Instrument Tray - Low - ISO with Steri-TOP lid green
Article number

Description

30016 00007

Sterisystem Dry-Base Instrument Tray - Low - Small size ISO 1/4

5 3/64 x 12 3/12 x 2 7/8 inch

30016 00008

Sterisystem® Dry-Base® Instrument Tray - Low - Mid size ISO 1/2

9 49/64 x 12 3/12 x 2 7/8 inch

30016 00009

Sterisystem® Dry-Base® Instrument Tray - Low - Full size ISO 1/1

19 11/64 x 12 3/12 x 2 7/8 inch

©BELINTRA, Inc. - SSIT/PS/US/0005 - 06/2019
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Sterisystem® Perfo-Safe® Wire Baskets

Our highly polished stainless steel Sterisystem® Perfo-Safe® wire baskets are
available in DIN and ISO sizes in different heights. Belintra's Perfo-Safe® wire
baskets are a safe and hygienic means to transport and store sterile packs.
As a sterilization, transport and storage component, these AISI 304 grade stainless
steel wire baskets will prove to be an invaluable tool in the sterilization process of
your instrument sets. As a matter of fact they reduce the number of touchpoints
of the packaged instrument sets to just one after sterilization. This reduces the risk
for tears, cuts and holes in the packaging material.
These Sterisystem® Perfo-Safe® wire baskets are an indispensable part of sterile
storage and transport.
FDA Registered - 10048101.

Wire baskets are invaluable if you want to ensure that your sterile sets of instruments are transfered and stored safely. Belintra
Perfo-Safe® Wire Baskets form the basis of the SPD basket-in-basket system and are covered by a 5 year limited warranty*.

More sets per sterilization cycle
With the medium and high DIN baskets you save quite some space in the autoclave. This thanks to the gain in
width on the one hand, and the possibility of stacking them on top of each other on the other hand*.
The patented design - with cutaways in the sides – guarantees that the instrument tray can be lifted
ergonomically out of the wire basket.

Compatible UBeFlex® and UBeTrack™ DIN runners for storage
The new DIN baskets are stored on top of the DIN runners in the notch provided for this purpose. This DIN
runner is also suitable for the DIN Perfo-Safe® wire shelf.
This allows you to combine DIN wire baskets with DIN wire shelves according to your needs.

Save space in transport
You can position two DIN baskets in the “W” (wide) direction after each other in the Belintra open or closed
Stericarts. By doing so you can double the number of sets per level.

* Cfr. warranty document
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DEVICES FOR SPD

Sterisystem® Perfo-Safe® Wire Baskets

Stackable* and nestable
Without the addition of extra handles, the baskets are not only stackable*, they are also nestable, making
them more user-friendly and safer (no fear of fingers getting jammed).
By nesting the baskets which are not in use, you save costly space.

Outstanding quality
The baskets have been manufactured in accordance with the most stringent quality standards. Baskets with
welding burrs, gaps, wire distortions or discolorations in the welding work never see the light of day. Our
baskets are devoid of any sharp edges or welding burrs which could cause tears in packaging.
For hygiene purposes, the upper edge features one single wire only instead of two.

Increased patient safety
These Sterisystem® Perfo-Safe® wire baskets are ideal if you wish to follow the basket-in-basket system
to sterilise, transport and store your packaged Sterisystem® Dry-Base® instrument trays. As the packaged
instrument tray is stored in a wire basket, direct contact with the sterile instrument set is avoided.

* Does not apply to the low DIN basket.

Sterisystem® Perfo-Safe® Wire Baskets
Sterisystem® Perfo-Safe® Wire Baskets - For use in DIN UBeFlex® and UBeTrack™ columns - DIN
Article number

Description

30005 00028

Sterisystem® Perfo-Safe® Wire Basket - Full size DIN 1/1 - Low

Dimensions

23 5/8 x 11 13/16 x 4 21/64 inch

30005 00026

Sterisystem Perfo-Safe Wire Basket - Full size DIN 1/1 - High

23 5/8 x 11 13/16 x 6 1/2 inch

®

®

Sterisystem® Perfo-Safe® Wire Baskets - DIN
Article number

Description

Dimensions

30005 00034

Sterisystem® Perfo-Safe® Wire Basket - Full size DIN 1/1 - Low

23 5/8 x 11 13/16 x 1 31/32 inch

Sterisystem® Perfo-Safe® Wire Baskets - ISO
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Article number

Description

30005 00002

Sterisystem® Perfo-Safe® Wire Basket - Full size ISO 1/1 - 24/16/4

Dimensions

23 5/8 x 15 3/4 x 3 15/16 inch

30005 00004

Sterisystem Perfo-Safe Wire Basket - Full size ISO 1/1 - 24/16/5

23 5/8 x 15 3/4 x 5 1/8 inch

30005 00036

Sterisystem Perfo-Safe Wire Basket - Full size ISO 1/1 - 24/16/6

23 5/8 x 15 3/4 x 5 29/32 inch

®

®

®

®
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Sterisystem® Perfo-Safe® Wire Shelves

Our Sterisystem® Perfo-Safe® highly polished wire shelves are the perfect solution
when the need for sterilization, transportation and storage of larger packs arises.
The AISI 304 stainless steel wire shelves are manufactured to meet the highest
quality standards and are finished to perfection. As such our wire shelves meet the
highest SPD and OR requirements.
These Sterisystem® Perfo-Safe® wire shelves are an indispensable part of sterile
storage and transport.
FDA Registered - 10048101.

Belintra Sterisystem® Perfo-Safe® wire shelves are an integral part for the sterilization, transportation and storage of bulkier packs. Our
wire shelves are covered by a 5 year limited warranty*.

Handles
The Sterisystem® Perfo-Safe® wire shelves have two seamlessly incorporated handles ensuring easy and
ergonomic handling.

Welds
Belintra's Sterisystem® Perfo-Safe® wire shelves welds are kept to a minimum and have a load bearing
capacity of up to 50 lbs.
Our shelves have been manufactured to meet the most stringent quality standards in the industry. No burrs,
gaps or discoloration will be found in the welds.

Rounded structure
Belintra Sterisystem® Perfo-Safe® wire shelves are constructed with round stainless steel wire preventing
tearing or perforating the wrap.

* Cfr. warranty document
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Sterisystem® Perfo-Safe® Wire Shelves

Sterisystem® Perfo-Safe® Wire Shelves
Article number

Description

Dimensions

30003 00003

Sterisystem Perfo-Safe Wire Shelf - DIN - Flat - 24/12

23 5/8 x 11 13/16 x 0 7/16 inch

30003 00004

Sterisystem® Perfo-Safe® Wire Shelf - ISO - Flat - 24/16

23 5/8 x 15 3/4 x 0 7/16 inch

30003 00005

Sterisystem® Perfo-Safe® Wire Shelf - Double DIN - Flat - 24/24

23 5/8 x 23 5/8 x 0 7/16 inch

19031 00031

Sterisystem® Perfo-Safe® Wire Shelf - XW - Flat - 24/37*

23 5/8 x 37 13/32 x 0 45/64 inch

®

®

* Only for use in the top compartment of the Sterisystem® transport cart - XW (19031 00030)

Sterisystem® Perfo-Safe® wire shelf with raised edge
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Article number

Description

Dimensions

30003 00012

Sterisystem Perfo-Safe Wire Shelf with raised edge
®

®

11 13/16 x 15 3/4 x 1 49/64 inch
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Silicon mat

The silicon mat is mainly used in the central sterilization department and is placed
between the packaged instrument basket and the wire tray or wire basket.
Due to its excellent non-slip properties, the packaged instrument basket remains
in place and does not move.
In combination with the Sterisystem® Perfo-Safe® wire shelves and baskets, the
silicon mats are an indispensable part of sterile storage and transport.
FDA Registered - 10048101.

The material of which the silicon mat is made is resistant to wear and to chemicals and bacteria, which makes it perfectly suitable for
repeated use within the central sterilisation department.

Anti-slip function
Since the packaged instrument basket does not move during transportation, any damage or perforation
that could occur to the packaging material is avoided, guaranteeing sterility requirements within central
sterilization department.

Silicon
The material which the silicone mat is made from complies with requirements of the European Directive
2002/72/EC relating to plastic materials and articles intended to come into contact with foodstuffs, and is
temperature resistant from -40 °F to 392 °F. This material is resistant to wear and to chemicals and bacteria,
and corresponds to the highest degree of fire safety. Therefore, it is perfectly suitable for repeated use within
the central sterilization department.

Specific design
Its specific design ensures uniform heat distribution and perfect permeability of the steam within the
autoclave. The standard color is white. The thin version is appropriate for internal transportation, whereas
the “heavy duty” 6 mm thick version is suitable for external transportation.

©BELINTRA, Inc. - SIMA/PS/US/0002 - 06/2018
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Silicone pad for wire baskets and wire shelves

16

Article number

Description

Dimensions

30010 00004

Silicone pad for wire baskets and shelves - 1/8 inch thick

21 1/4 x 11 x 1/8 inch

30010 00006

Silicone pad for wire baskets and shelves - 15/64 inch thick

21 1/4 x 11 x 15/64 inch

©BELINTRA, Inc. - SIMA/PS/US/0002 - 06/2018

INTERNAL TRANSPORT

Sterisystem® open Stericart – 18006 series

The Belintra open Stericart in stainless steel is designed for indoor transport of
both instrument sets and consumables between the sterile processing department
and the operating theatre.
This modular open transport cart comes both in an ISO size (24 x 16 inch) and in a
double DIN size (24 x 24 inch). When using the double DIN version, the capacity per
level is doubled if the establishment uses DIN transport baskets or trays.
The standard height of 59 inch allows the user to see over the top of the cart
during transport.

Belintra Sterisystem® open Stericarts are washing tunnel-proof, due to the high quality materials and the wheels which have been
tested for resistance to washing tunnels.

Hygiene
Underneath, the open Stericart transport carts are fitted with a bottom plate which slopes from the middle.
This protects the transported goods against splashes of moisture or dirt.
This X-baseplate also ensures that no water remains behind during the washing and drying process.

Washing tunnel-proof
The choice of high-quality, non-corrosive materials and components means that the Belintra open Stericart
can be cleaned in a washing tunnel.
Both the AISI 304 stainless steel body and the polyamide runners and wheels have been tested for resistance
to washing tunnels.

Unique handles
The characteristic yellow Belintra handles do not get as hot as stainless steel during washing, so the open
Stericart user can safely hold on to them at the end of the process.
The dual handles are installed vertically on either side so that they can be used ergonomically by both short
and taller users.

©BELINTRA, Inc. - SCTC/PS/US/0007 - 12/2019
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INTERNAL TRANSPORT

Sterisystem® open Stericart – 18006 series

Noise-absorbing runners
The runners are made of plastic. Unlike stainless steel runners, the high quality plastic ensures smooth
running and substantial noise reduction when sliding stainless steel transport baskets or trays or plastic
modules in and out. The polyamide also absorbs noise during transport.
The runners have a built-in stop function at both ends. Every open Stericart is fitted with 10 pairs of runners
which results in 9 usable positions.

User-friendly
Due to the functional height of 59 inch, employees can still see over the top of the transport cart when moving
forward. The high manoeuvrability of the wheels guarantees easy handling.
The open sides facilitate access on both sides, which certainly is an advantage in case of double storage per
level.

Modular in use: model 24 x 24 inch
In the 24 x 24 inch version, two DIN transport baskets or trays can be inserted side by side on each level. This doubles the capacity per level
to a maximum of 18 DIN sets.
Alternatively, 24 x 24 inch transport trays and ISO transport baskets and trays can be used, as well as modular ISO PC and ABS modules for
consumables in the same open transport cart.

Modular in use: model 24 x 16 inch
In the 24 x 16 inch version, DIN transport baskets or trays can be inserted, but in that case only one per level. Of course, this size is optimal
for all ISO compatible modular elements: ISO transport baskets and trays, as well as modular ISO PC and ABS modules for consumables.

Possible filling (model 24 x 24 inch) per pair of runners

2 x DIN wire shelves
24 x 12 inch or
1 x ISO wire shelf
24 x 16 inch

2 x DIN wire baskets
24 x 12 inch or
1 x ISO wire basket
24 x 16 inch

1 x double DIN wire shelf
24 x 24 inch

1 x PC or ABS basket
or module 24 x 16 inch

(Available mid 2018)
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Sterisystem® open Stericart – 18006 series

Sterisystem® open Stericart – Double DIN
Article number

Runners

Dimensions

18006 00070

10 pair of runners - 9 runners usable

31 3/16 x 28 5/32 x 61 7/32 inch

Sterisystem® open Stericart – ISO D-type
Article number

Runners

Dimensions

18006 00074

10 pair of runners - 9 runners usable

23 15/64 x 28 5/32 x 61 7/32 inch

Sterisystem® open Stericart – ISO W-type
Article number

Runners

Dimensions

18006 00071

10 pair of runners - 9 runners usable

31 3/16 x 20 9/32 x 61 7/32 inch

Covers for Sterisystem® open Stericart – 18006 series*
Article number

Fabric

Suited for

Handle holes

18011 00053

200 D nylon

Double DIN Stericart (18006 00070)

Yes

18011 00054

400 D nylon (HD)

Double DIN Stericart (18006 00070)

Yes

18011 00059

200 D nylon

ISO D-type Stericart (18006 00074)

Yes

18011 00060

400 D nylon (HD)

ISO D-type Stericart (18006 00074)

Yes

18011 00057

200 D nylon

ISO W-type Stericart (18006 00071)

Yes

18011 00058

400 D nylon (HD)

ISO W-type Stericart (18006 00071)

Yes

* Wash in cold water and use a mild detergent. If washing machine is used, set on gentle cycle. Do not put nylon cover in a dryer, nylon must be hung
to dry only. Choice of Velcro or zipper for flap closure. Color: Royal Blue.

©BELINTRA, Inc. - SCTC/PS/US/0007 - 12/2019

7

INTERNAL TRANSPORT

Sterisystem® closed Stericart

Our Sterisystem® closed, washing-tunnel-resistant stainless steel Stericarts are
manufactured based on the DIN standard dimensions of 12 x 24 inch, with the idea
of being able to use 2 DIN positions one after the other. The 2 inch extra depth at
the back means that this transport cart can also be used for sterile transport of
slightly longer sets.
These Belintra Sterisystem® closed Stericarts are characterized by yellow plastic
runners, bumpers, handlebars and latch.
The low model (43 inch) can double as a sterile field in the operating theatre.
The new "Extra-Wide" model can serve to transport packages up to 37 x 24 inch.

The Sterisystem® washing-tunnel-resistant and shock-resistant closed Stericarts with their unique space-saving design are perfect for
safely transporting sterile instruments to the operating theatre and contaminated sets back to the sterilizing unit.

Wash tunnel resistant
The Sterisystem® closed case carts are designed in such a way to prevent any residual moisture after drying. The synthetic
runners are also wash tunnel resistant. Unlike stainless steel runners, the high quality plastic ensures smooth running and
substantial noise reduction when sliding stainless steel transport baskets or trays or plastic modules in and out. Moreover,
the synthetic runners protect wrapped instrument trays against perforations and absorb noise during transport.

Ergonomic
The doors of these stainless steel transport carts swivel open to 270° and click onto the side walls with
magnets when in the open position. This ensures that the cart is easy to access.
The high model still allows the user to see over the top of the cart during transport. The low model can also
be used as a case cart with a sterile field in the operating theatre.

Optimum loading and space-saving
The high case carts are equipped with 18 pairs of runners and the low case carts with 11 pairs. Thanks to the
high number of positions, the loading is optimized without losing out on space.
Transporting the instruments on DIN Perfo-Safe® wire shelves or in DIN Perfo-Safe® wire baskets allows you
to double the capacity per level.

©BELINTRA, Inc. - SSCC/PS/US/0008 - 12/2019
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Sterisystem® closed Stericart

Safety
The cart can be sealed at the front with a breakable seal, to guarantee sterility from the sterilization unit to
the operating theatre and also avoid contamination during the transport back.
It is recommended that the packed instrument baskets are placed on silicone anti-slip mats to prevent
movement during transport and to reduce noise levels.

Identification
The closed Stericarts feature a document holder on the side (Letter) as standard to ensure that the carts and
their contents can be identified from the outside.

Castors
The transport carts are equipped with four double Tente® swivel castors with a diameter of 5 inch. Both
wheels on the front have a brake and directional lock. The castors are equipped with a wheel hub on stainless
steel bearings.
The carts are equipped with four bumpers to prevent damage to doors and walls.

Cart washer resistant magnets
The Sterisystem® stainless steel transport cart is equipped with 4 sets (2 sets per door) of cart washer resistant
neodymium magnets which are embedded in a silicone housing. Neodymium magnets are the strongest
magnets on earth. The design of the silicone housing allows for a perfect alignment of the magnets resulting
in optimal connection power between the magnets and guaranteeing that the doors will remain open during
the cleaning process in the cart washer.

Handlebars
The low Sterisystem® transport carts are equipped with 1 horizontal yellow handlebar along each side, whereas
the high carts are equipped with 2 vertical handlebars on each side to ensure smooth manoeuvrability.

10
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Sterisystem® closed Stericart

Sterisystem® closed Stericart - Low
Article number

Runners

Weight

Dimensions

19031 00029

11 pairs of runners

132 lbs

28 31/32 x 28 31/32 x 43 5/16 inch

Sterisystem® closed Stericart - High
Article number

Runners

Weight

Dimensions

19031 00028

18 pairs of runners

176 lbs

28 31/32 x 28 31/32 x 59 27/32 inch

Sterisystem® closed Stericart - XW
Article number

Runners

Weight

Dimensions

19031 00030

1 column with 9 ISO W-type positions
1 column with 9 DIN-type positions
1 column with 8 positions for 37 inch wide shelves

243 lbs

28 31/32 x 42 43/64 x 59 27/32 inch

Drying instructions: 8 minutes at 185° F in dry air. Dry air is air with a relative humidity of maximum 60% at an ambient temperature of
70° F. Converted this is a relative humidity of maximum 1,1% at 185° F.

Possible filling (model 24 x 24 inch) per pair of runners

2 x DIN wire shelves
24 x 12 inch
or
1 x ISO wire shelf
24 x 16 inch

2 x DIN wire baskets
24 x 12 inch
or
1 x ISO wire basket
24 x 16 inch

1 x double DIN wire shelf
24 x 24 inch

1 x PC or ABS basket
or module
24 x 16 inch

XW wire shelf
24 x 37 inch
(Only for use in the top compartment of
the Sterisystem® transport cart - XW)

(Available mid 2018)

©BELINTRA, Inc. - SSCC/PS/US/0008 - 12/2019
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Closed ISO stainless steel transport carts
Our closed, washing-tunnel-resistant stainless steel
transport carts are manufactured based on the ISO
standard dimensions of 24” x 16”.
The carts are fitted with a lock with breakable
seal, bumpers on the bottom, top and back, and
identification holders on the front and sides.
This cart is ideal for transporting sterile sets from the
external sterilization unit to the operating theatre.
Used sets can also be transported from the hospital
to the sterilization unit.

These ISO stainless steel washing-tunnel-resistant and shock-resistant transport carts are perfect for
safely transporting sterile instruments from and to the operating theatre and contaminated sets to the
sterilizing unit.

❱❱ Hygienic
The transport cart is washing-tunnel-resistant. The runners can be removed from the
cart for optimum cleaning.
The base plate and top plate are sloped to prevent any residual moisture after drying.

❱❱ Door fixation
The doors of these stainless steel transport carts swivel open to 270° and are locked in
the open position by a catch underneath the bumper. This ensures that the doors remain
fixed in open position during the washing process.
The height (59”) allows the user to see over the top of the cart during transport.

❱❱ Optimal loading
The carts are equipped guides for each ISO column. These provide 9 useful positions
depending on whether the instrument sets are being transported with ISO Perfo-Safe®
wire shelves, wire baskets or wire shelves with raised edge (see comparative table).

© BELINTRA, NV - SSTT/PS/US/0001 - 01/2021

CSSD/SPD & Operating Theatre

2.41

❱❱ Safety
The carts can be sealed at the top with a breakable seal, to guarantee sterility from
the sterilization unit to the operating theatre and also avoid contamination during the
transport back.
It is recommended that the packed instrument baskets are placed on silicone anti-slip
mats to prevent movement during external transport and to reduce noise levels.

❱❱ Identification
The transport carts feature a document holder on the front (A4) and side (A5) as
standard to ensure that the carts and their contents can be identified from the outside.

❱❱ Castors
The transport carts are equipped with two swivel castors with a brake (left front and back)
and two fixed castors (right front and back). The ISO 1 transport carts have a wheel diameter of 5”, while the ISO 2 transport carts have a wheel diameter of 6.5”.
Optionally, the cart can be equipped with directional fixation. This is a handy and ergonomic solution when logistics employees travel longer distances with individual trolleys.
When connecting several carts in a train form, the combination of 2 fixed wheels and 2
swivel wheels is still a requirement.

❱❱ Drawbar
A number of standard configurations of the stainless steel transport carts are equipped
with a drawbar that can be used to couple several transport carts together to form a
‘train’ (see comparative table).

❱❱ Status display
On request, transport trolleys can be equipped with a status display where “green”
indicates that the trolley contains clean, sterile goods. “Red” indicates that the cart is
returning after use in the O.R.

2.42

CSSD/SPD & Operating Theatre
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❱❱ Closed ISO stainless steel transport carts - Overview
Article number

19016 00070

19016 00071

19016 00078

19016 00079

Number of columns

ISO 1

ISO 2

ISO 1

ISO 2

Number of runners

10
pair

2 x 10
pair

10
pair

2 x 10
pair

Usable positions

9

18

9

18

Document holder

✓

✓

✓

✓

Drawbar

-

-

✓

✓

Model

Low

Low

Low

Low

Height in inches

56”

58”

56”

58”

Diameter wheels in inches

5”

6.5”

5”

6.5”

Filling
ISO Perfo-Safe® wire shelves

✓

✓

✓

✓

ISO Perfo-Safe® wire baskets

✓

✓

✓

✓

ISO Perfo-Safe wire shelf with
raised edge (Delphine)

-

-

-

-

19016 00076

19016 00077

19016 00080

19016 00081

Number of columns

ISO 1

ISO 2

ISO 1

ISO 2

Number of runners

9
pair

2x9
pair

9
pair

2x9
pair

Usable positions

9

18

9

18

Document holder

✓

✓

✓

✓

Drawbar

-

-

✓

✓

Model

Low

Low

Low

Low

Height in mm

56”

58”

56”

58”

Diameter wheels in inches

5”

6.5”

5”

6.5”

®

Article number

Filling
ISO Perfo-Safe® wire shelves

✓

✓

✓

✓

ISO Perfo-Safe® wire baskets

-

-

-

-

ISO Perfo-Safe® wire shelf with
raised edge (Delphine)

✓

✓

✓

✓
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CSSD/SPD & Operating Theatre

2.43

❱❱ Closed ISO stainless steel transport carts - Overview
Article number

19016 00115 - transport cart with shelve

Number of shelves

1

Number of columns

ISO 2

Usable positions

7

Document holder

✓

Drawbar

-

Model

Laag

Height in inches

58”

Diameter wheels in inches

6.5”
Filling

2.44

CSSD/SPD & Operating Theatre

ISO Perfo-Safe® wire shelves

7

®

ISO Perfo-Safe wire baskets

7

ISO Perfo-Safe® wire shelf with
raised edge (Delphine)

6-7
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STORAGE

UBeFlex® storage system

The UBeFlex® modular storage system was developed with very quick assembly,
functionality, durability and stability in mind. The result is a unique storage system
made from anodized aluminum and other high-quality, anti-static synthetic
materials, which means it can be used in both sterile storage and non-sterile
environments.
Thanks to the modular construction in DIN-type, ISO D-type or ISO W-type
columns, which may or may not be combined with shelves, it can be used in
various departments of the healthcare institution, from CSA through pharmacy
to kitchen and cold storage. Because of the unique design, it is an ergonomic and
hygienic storage solution and can also be used as a “pass-through” rack.

With its revolutionary design, the new UBeFlex® storage system is very quickly assembled and is extremely flexible for optimum use
of the available space.

Easy mounting and cleaning
The columns, connection and connection sets, guides and shelves can be assembled quickly and easily
without extra tools.
The UBeFlex® storage system can easily be cleaned and disinfected.

Very modular with columns and shelving
UBeFlex® gives extensive possibilities for modular set-ups. With columns “Deep” or “Wide” 23 5/8 x 15 3/4 inch
or DIN 23 5/8 x 11 13/16 inch in combination with shelves varying between 11 13/16 and 70 55/64 inch (11 13/16, 23 5/8,
35 7/16, 47 1/4, 59 1/16 or 70 55/64 inch) you can make optimum use of the available space.
For the shelving in D-type you can choose between full shelves in synthetic materials or open shelves in
chromed steel. The open shelves can be fitted with dividers.

Extremely strong
The UBeFlex® has a load-bearing capacity of max. 1322 lbs per column. In column set-up max. 55 lbs per pair
of guides and in shelf set-up max. 330 lbs per shelf level, evenly distributed.

©BELINTRA, Inc. - UBFL/PS/US/0003 - 01/2020
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STORAGE

UBeFlex® storage system

Pass-through set-up*
Because of the unique design, in which no reinforcement is required on the back, the UBeFlex® can also be
used in a “pass-through” set-up and is thus accessible from both sides.
In case you want a back protection on the shelving, you can use additional shelving profiles to use as a closing
profile to avoid packages sliding through.
*Not applicable when applying back reinforcement.

Stationary and movable versions
The UBeFlex® columns are available in a stationary version with 26 usable runner positions per column and
a movable version with 24 usable runner positions per column. Unused positions can be covered with plastic
caps.
The stationary version has height-adjustable feet to compensate for imperfections of the floor. The movable
version is fitted with small wheels (Ø 1 31/32 inch), so that it can be moved for floor cleaning.

Optimum labeling
The shelves can be fitted with newly designed “click” label holders. These simply click onto any position on the
front of the shelf and can be fitted with an insert. Because these label holders do not protrude above the edge
of the shelf, you can take larger packets or containers from the shelves without a hitch.
There are specific label holders for the columns that can also simply be clicked onto the profiles.

Identification
As an option you can fit the UBeFlex® with coloured PVC strips (packs of 10) to replace the standard grey
profiles to personalize your storage per department or, for example, to use colour coding for location
allocation per discipline in the storage within your CSSD.

How to install the turn-and-click runners

Position the runners
in the required spot.
Make sure that both
pins have been
inserted properly.

4

Push the runner
against the upright
and click the lip
securely into place.

Make sure that the
lip clicks properly
over the edge of the
upright.
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UBeFlex® storage system
A set-up example
A UBeFlex® modular storage system module consists of 2 posts and a connection set. A connection set comprises of 4 connecting elements
that interconnect the posts. To expand on this configuration you will need an extra post and connection set. Option wise, the sky is the limit.

Combining columns of equal depth
Columns of equal depth can be combined ad infinitum. You can also interconnect columns of different widths. For the exact measurements,
please refer to the next page.
Example of a setup with runners

Example of a setup with runners and shelves

Example of a setup with shelves

In certain configurations, spacer lockers and back reinforcement are required. Be sure to ask your seller about this.
•

The spacer lockers are included with the mobile posts, for the stationary posts these should be ordered separately if required.

•

Back reinforcement is always required for configurations smaller than 3 columns and for some “heavy duty” applications.

©BELINTRA, Inc. - UBFL/PS/US/0003 - 01/2020
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STORAGE

UBeFlex® storage system
UBeFlex® Shelf Sets
Every shelf of the UBeFlex® storage system consists
of 2 profiles on which the boards are positioned.
The entity forms the shelf on which goods can be
placed.
Depending on the width of the shelf multiple boards
and profiles of different lengths are required.

W-type shelf sets (15 3/4 inch depth)

Set 11 13/16 x 15 3/4 (WxD)

Set 23 5/8 x 15 3/4 (WxD)

Set 35 7/16 x 15 3/4 (WxD)

Article number

16010 00049

Article number

16010 00050

Article number

16010 00051

Boards per set

1

Boards per set

2

Boards per set

3

Sets per box

4

Sets per box

4

Sets per box

4

Set 47 1/4 x 15 3/4 (WxD)

Set 59 1/16 x 15 3/4 (WxD)

Set 70 55/64 x 15 3/4 (WxD)

Article number

16010 00052

Article number

16010 00053

Article number

16010 00054

Boards per set

4

Boards per set

5

Boards per set

6

Sets per box

4

Sets per box

2

Sets per box

2

6
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UBeFlex® storage system
Closing profiles
The profiles of the shelving can also be used
as closing profiles at the back.
Used as such the back side is blocked and
packs can’t fall off the shelving.

D-type shelf sets (23 5/8 inch depth)

Set 11 13/16 x 23 5/8 (WxD)

Set 23 5/8 x 23 5/8 (WxD)

Set 35 7/16 x 23 5/8 (WxD)

Article number

16010 00043

Article number

16010 00044

Article number

16010 00045

Boards per set

1

Boards per set

2

Boards per set

3

Sets per box

4

Sets per box

4

Sets per box

4

Set 47 1/4 x 23 5/8 (WxD)

Set 59 1/16 x 23 5/8 (WxD)

Set 70 55/64 x 23 5/8 (WxD)

Article number

16010 00046

Article number

16010 00047

Article number

16010 00048

Boards per set

4

Boards per set

5

Boards per set

6

Sets per box

4

Sets per box

2

Sets per box

2
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UBeFlex® storage system
Calculating the installation
By using the measures below you can calculate what the total width of your installation will be. You start with a “Column” which you then
complete with one or more units “Extension”. ISO D-type and DIN-type columns can be combined. Mixed installations with runners and
shelves are also possible, as long as they have the same depth (D-type or W-type).

Setup with runners
Type

Stationary

Movable (max. 5 columns coupled)

ISO D-type - Column

18 31/32 inch

19 49/64 inch

ISO D-type - Extension

17 41/64 inch

18 5/32 inch

DIN D-type - Column

14 51/64 inch

15 23/64 inch

DIN D-type - Extension

13 15/32 inch

13 47/64 inch

ISO W-type - Column

26 27/32 inch

27 13/32 inch

ISO W-type - Extension

25 33/64 inch

25 25/32 inch

Stationary

Movable (max. 5 columns coupled)

14

14 59/64 inch

Setup with shelves
Type
Shelving 11

13/16

inch - Column

3/8

inch

Shelving 11 13/16 inch - Extension

13 1/32 inch

13 5/16 inch

Shelving 23 5/8 inch - Column

26 3/16 inch

26 47/64 inch

Shelving 23 5/8 inch - Extension

24 27/32 inch

25 1/8 inch

Shelving 35 7/16 inch - Column

37 63/64 inch

38 35/64 inch

Shelving 35 7/16 inch - Extension

36 21/32 inch

36 59/64 inch

Shelving 47 1/4 inch - Column

49 51/64 inch

50 23/64 inch

Shelving 47 1/4 inch - Extension

48 15/32 inch

48 47/64 inch

Shelving 59 1/16 inch - Column

61 39/64 inch

62 11/64 inch

Shelving 59 1/16 inch - Extension

60 9/32 inch

60 35/64 inch

Shelving 70 55/64 inch - Column

73 27/64 inch

73 31/32 inch

Shelving 70 55/64 inch - Extension

72 3/32 inch

72 23/64 inch

8
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UBeFlex® storage system

Stationary posts
Article number

Description

Depth

Height

16010 00091

D-type

23

inch

80 5/16 inch

16010 00037

W-type

15 3/4 inch

80 5/16 inch

16010 00066

Wall fixation (screw included)

16010 00095

Floor mounting - stainless steel (including screws)

5/8

Posts with castors*
Article Number

Description

Depth

Height incl. castors

16010 00038

D-type

23 5/8 inch

77 11/64 inch

16010 00039

W-type

15 3/4 inch

77 11/64 inch

* Only for limited displacement in function of floor cleaning. For internal transport, refer to the UBeFlex® KD transport trolley.

Connection sets
Article Number

Description

Width

16010 00040

ISO D-type

15 3/4 inch

16010 00041

ISO W-type

23 5/8 inch

16010 00042

DIN D-type**

11 13/16 inch

** For use in combination with D-type posts and DIN D-type runners. Filling with Sterisystem® Perfo-Safe® wire shelves and wire baskets
DIN (11 13/16 x 23 5/8 inch).

Roof or bottom panel for columns with runners
Article Number

Description

Ext. Dimensions

16010 00030

ISO D-type

15 3/4 x 23 5/8 inch

16010 00031

ISO W-type

23 5/8 x 15 3/4 inch

16010 00065

DIN D-type

11 13/16 x 23 5/8 inch

Cap for unused positions
Article Number

Description

99010 00020

100 pieces/bag

“Click”-runners (1 pair - left and right)
Article Number

Description

Type of runner

Length

16010 00011

ISO D-type

U+L runner

23 5/8 inch

16010 00012

ISO W-type

U+L runner

15 3/4 inch

©BELINTRA, Inc. - UBFL/PS/US/0003 - 01/2020
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UBeFlex® storage system

UBeFlex® DIN D-type “Click”-runners
Article number

Description

Type of runner

Length

16010 00068

Per pair

L runner

23 5/8 inch

Label holder for posts - portrait
Article number

Description

Dimensions

16008 00029

Label holder

-

15008 00021

Insert

2 23/64 inch

Label holder for shelves - landscape
Article number

Description

Dimensions

16010 00015

Label holder

-

15008 00021

Insert

2 23/64 inch

Stepless label holder for adhesive labels for posts - portrait
Article number

Description

16010 00121

Stepless label holder

OptiScanBan® label holder for UBeFlex®/UBeTrack™ shelves

10

Article number

Description

16010 00123

OptiScanBan® label holder
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UBeFlex® storage system

UBeFlex® D-type set for full synthetic shelves (incl. shelves, profiles, hooks and caps)
Article number

Width

Depth

16010 00043

11 13/16 inch (1 x 11 13/16 inch)

23 5/8 inch

16010 00044

23 5/8 inch (2 x 11 13/16 inch)

23 5/8 inch

16010 00045

35 7/16 inch (3 x 11 13/16 inch)

23 5/8 inch

16010 00046

47 1/4 inch (4 x 11 13/16 inch)

23 5/8 inch

16010 00047

59

1/16

23 5/8 inch

16010 00048

70

55/64

inch (5 x 11

13/16

inch (6 x 11

inch)

13/16

inch)

23 5/8 inch

UBeFlex® W-type set for full synthetic shelves (incl. shelves, profiles, hooks and caps)
Article number

Width

Depth

16010 00049

11

16010 00050

23 5/8 inch (2 x 11 13/16 inch)

15 3/4 inch

16010 00051

35 7/16 inch (3 x 11 13/16 inch)

15 3/4 inch

16010 00052

47 1/4 inch (4 x 11 13/16 inch)

15 3/4 inch

16010 00053

59

1/16

15 3/4 inch

16010 00054

70

55/64

13/16

inch (1 x 11

inch (5 x 11

13/16

13/16

inch (6 x 11

inch)

inch)

13/16

inch)

15 3/4 inch

15 3/4 inch

UBeFlex® D-type open shelf in chromed steel
Article number

Description

Dimensions

16010 00071

Open shelf excluding profiles

11 13/16 x 23 5/8 inch

UBeFlex® set of profiles for open shelves
Article number

Description

16010 00085

Set of profiles for shelf 11 13/16 inch

16010 00086

Set of profiles for shelf 23 5/8 inch

16010 00087

Set of profiles for shelf 35 7/16 inch

16010 00088

Set of profiles for shelf 47 1/4 inch

16010 00089

Set of profiles for shelf 59 1/16 inch

16010 00090

Set of profiles for shelf 70 55/64 inch

Description

Including hooks and caps, can also be used as a
closing profile.

UBeFlex® D-type divider in chromed steel
Article number

16010 00069
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UBeFlex® storage system

Adjustable catheter holder on melamine plate
Article number

Description

Type

17002 00038

1 extensible frame – 2 x 12 hooks for catheters

ISO D-type

17002 00036

2 extensible frames – 4 x 8 hooks for catheters

ISO W-type

Colored PVC strips for posts
Article number

Color

Description

Length

16010 00076

Red

Conditioned per 10

79 9/16 inch

16010 00077

Orange

Conditioned per 10

79 9/16 inch

16010 00078

Blue

Conditioned per 10

79 9/16 inch

16010 00079

Green

Conditioned per 10

79 9/16 inch

Spacer lockers
Article number

Description

16010 00124

Included with the mobile posts, for the stationary posts to be ordered separately if required

Spacer lockers in combination with roof/bottom panels
Article number

Description

16010 00125

Included with the roof/bottom panels

Back reinforcement kit
Reinforcement kit

12

Article number

Description

16010 00104

Required for certain configurations
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UBeTrack™ Mobile Storage System

UBeTrack™ is a high-density space-saving storage system with mobile racks.
The structure is very light so the mobile racks can be moved quickly. The result
is a unique storage system made from anodized aluminium and high-quality,
antistatic synthetic materials, which means it can be used in both sterile storage
and non-sterile environments.
By positioning the runner system at the top good hygiene is guaranteed and it is
easy to get past with transport trolleys.

The modular, space-saving UBeTrack™ storage system is a hygienic solution for small spaces with which you save up to 75% of
corridor space and up to 33% of the total footprint.

Easy assembly
The UBeTrack™ assembly is based on the UBeFlex® concept so it is easy and very quick to assemble. Since we
use a single tracking system which is positioned on top of the unit and wheels on the bottom, there is no need
for a track on the floor. Nothing to trip over!
The packages containing the parts are easy to carry and fit in a standard lift.

Modular construction
ISO D-type and DIN D-type columns can be combined with each other and with D-type shelves of up to
47 ¼ inch. The same shelf-combinations must be used within one block however.
The maximum depth for working ergonomically is around 90 ½ inch. For example, this corresponds with 5 ISO
D-type columns or 6 DIN D-type columns whether combined with shelves or not.

Hygienic
The tracking system, which is positioned at the top, has a protective cover over it preventing dust from falling
on and accumulating in the track. This also allows for easy cleaning and disinfecting.
This top mounted track keeps floors clear and alows for easy cleaning of the floors and easy navigating
through the unit with carts or trolleys.
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UBeTrack™ mobile storage system

Design
With regard appearance the design fits in seamlessly with the existing UBeFlex® range so that both can be
combined beautifully in one space.

Castors
The wheels on the mobile shelves have very low rolling resistance.

Extremely strong
The UBeTrack™ has a load-bearing capacity of max. 1,320 lbs per column. In runner set-up max. 55 lbs per
pair of guides and in shelf set-up max. 330 lbs per shelf level.
For ergonomic reasons, loading the mobile shelves over 330 lbs in total is not recommended.

Identification
As an option you can fit the UBeTrack™ with colored PVC strips (packs of 10) to replace the standard gray
profiles to personalize your storage per department or, for example, to use color coding for location allocation
per discipline in the storage within your SPD.

Optimum labeling
The shelves can be fitted with newly designed “click” label holders. These simply click onto any position
on the front of the shelf and can be fitted with an insert. Because these label holders do not protrude
above the edge of the shelf, you can take larger packets or containers from the shelves without a hitch.
There are specific label holders for the columns that can also simply be clicked onto the profiles.

14
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UBeTrack™ mobile storage system

A UBeTrack™ installation consists of specific UBeTrack™ components completed with UBeFlex® parts.

UBeFlex®/UBeTrack™ stationary post for outer racks
Article number

Description

16010 00091

D-type

UBeTrack™ mobile post for inner racks
Article number

Type

16011 00012

D-type

UBeTrack™ assembly kit
Article number

Description

16011 00015

1 per stationary rack

UBeTrack™ track kit (2 to order per unit)
Article number

Description

16011 00013

59 inch - For 2 mobile inner racks

16011 00014

73 inch - For 3 mobile inner racks

UBeTrack™ set of guide rollers for track kit
Article number

Description

16011 00018

1 per mobile rack
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UBeTrack™ mobile storage system

UBeFlex® connection sets
Article number

Type

Width

16010 00040

ISO D-type

15 3/4 inch

16010 00042

DIN D-type

11 13/16 inch

UBeFlex® top or base panel for columns with runners*
Article number

Type

Dimensions

16010 00030

ISO D-type

15 3/4 x 23 5/8 inch

16010 00065

DIN D-type

11 13/16 x 23 5/8 inch

* Top or base panels are mandatory for columns with runners.

UBeFlex® cap for unused positions
Article number

Description

99010 00020

100 pieces/bag

UBeFlex® D-type “Click”-runners
Article number

Description

Type of runner

Length

16010 00011

Per pair

U+L runner

23 5/8 inch

UBeFlex® DIN D-type “Click”-runners
Article number

Description

Type of runner

Length

16010 00068

Per pair

L runner

23 5/8 inch

Colored PVC strips for posts

16

Article number

Color

Description

Length

16010 00076

Red

Conditioned per 10

79 9/16 inch

16010 00077

Orange

Conditioned per 10

79 9/16 inch

16010 00078

Blue

Conditioned per 10

79 9/16 inch

16010 00079

Green

Conditioned per 10

79 9/16 inch
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UBeTrack™ mobile storage system

Label holder for posts
Article number

Description

Dimensions

16008 00029

Label holder

-

15008 00021

Insert

2 23/64 inch

Label holder for shelving
Article number

Description

Dimensions

16010 00015

Label holder

-

15008 00021

Insert

2 23/64 inch

Stepless label holder for adhesive labels for posts - portrait
Article number

Description

16010 00121

Stepless label holder

OptiScanBan® label holder for UBeFlex®/UBeTrack ™ shelves
Article number

Description

16010 00123

OptiScanBan® label holder

UBeFlex® D-type set for full synthetic shelves (incl. shelves, profiles, hooks and caps)
Article number

Width

16010 00043

11

16010 00044

23 5/8 inch (2 x 11 13/16 inch)

23 5/8 inch

16010 00045

35 7/16 inch (3 x 11 13/16 inch)

23 5/8 inch

16010 00046

47 1/4 inch (4 x 11 13/16 inch)

23 5/8 inch

13/16

Depth

inch (1 x 11

13/16

inch)

23 5/8 inch

UBeFlex® D-type open shelf in chromed steel
Article number

Description

Dimensions

16010 00071

Open shelf excluding profiles

11 13/16 x 23 5/8 inch
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UBeTrack™ mobile storage system

UBeFlex® set of profiles for open shelves
Article number

Description

Description

16010 00085

Set of profiles for shelf 11

16010 00086

Set of profiles for shelf 23 5/8 inch

16010 00087

Set of profiles for shelf 35 7/16 inch

16010 00088

Set of profiles for shelf 47 1/4 inch

13/16

inch
Including hooks and caps, can also be used as a
closing profile.

UBeFlex® D-type divider in chromed steel
Article number

16010 00069

Adjustable catheter holder on melamine plate
Article number

Description

Type

17002 00038

1 extensible frame – 2 x 12 hooks for catheters

ISO D-type

Catheter holder only to be used in stationary racks.

Vertical handles for inner racks
Article number

Description

18002 00005

Set of handles

16011 00017

UBeTrack™ assembly kit for vertical handles

Bumper for UBeTrack™

18

Article number

Description

16011 00019

Set of 4 synthetic bumpers incl. hardware

©BELINTRA, Inc. - UBTR/PS/US/0004 - 06/2020

